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Enjoy Focal sound wherever you are with Sphear S in-ear headphones. The ultra-large Mylar transducers 
(10.8mm), one of the biggest of their type, ensure an extended frequency response in the low end as well as 
a remarkable tonal balance. Designed to suit all ear shapes and sizes, Sphear S provides noise isolation and 
ensures an optimal audio experience in complete comfort, even during prolonged listening. Sphear S combines 
a sleek design, comfort and acoustic quality!

Type Closed-back intra-aural

Impedance 16 Ohms

Sensitivity 103dB

THD <0.3%

Frequency response 20Hz – 20KHz

Driver 10.8mm Mylar electro-dynamic

Microphone Omnidirectional 

Net weight 15g (0,03lbs)

Key points
• Large electro-dynamic drivers for a remarkable sound neutrality
• Improved comfort for prolonged listening
•  Compatible with all types of devices (smartphones, tablets, MP3 player, computers)
• Universal remote control for controlling music and phone calls
• Delivered with a full kit of accessories (carrying case, tips...)
• Available in Black

Included Accessories
• 1 x Sphear S headphones
• 3 silicone tips (sizes S/M/L)
• 3 memory foam tips (sizes S/M/L)
• 1 carrying case

Acoustic chamber 
with port for providing 

remarkable tonal 
balance

Silicone or memory foam 
tips to ensure optimal 

noise isolation for ears of 
all shapes and sizes

Bass-reflex system 
for ultra-realistic 
bass

10.8mm electrodynamic 
drivers for rich and 
natural sound

High-Gloss finish

Stainless steel ring 
and grille for increased 
robustness, reliability 
and aesthetics 
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Reference Sphear S Black

Item code EMELEAR103-BL001

EAN code

UPC-A code

Packaging Dimension (LxPxH) 261/64" x 223/64" x 611/16" (741/64") / 75mm x 60mm x 170mm (194mm) 

Net weight 156g (0,34lbs)

Master Carton (Units - LxPxH) 12 units – 107/16" x 949/64" x 817/64" / 265mm x 248mm x 210mm

Master Carton weight 2,9kg (6,39lbs)
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